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Cienijamais iekartas lietota;!

Pateicamies par uzticésanos masu produkcijai. Més novélam jums gat prieku un panaku-
mus, veiksmigi izmantojot savu jauno EZ5 Leica Microsystems stereomikroskopu.

Jaunais Leica EZ5 ir aizraujoss papildinajums plasam produktu klastam, ko piedava miisu
Sveices stereomikroskopu uznémuma struktirvieniba. Leica EZ5 ir ipasi veidota, lai batu
iespéjams aplikot OEM lietojumprogrammas. Lai pasargatu no ESD, viss stereomikros-

kops — ari izvéletais gaismas avots un stativs — veidoti no antistatistiskiem materialiem.

Leica EZ5 izstrades laika més ripéjamies par to, lai nodrodinatu vienkarsu un viegli
uztveramu darbibu. Tomér, ludzu, veltiet nedaudz laika, lai izlasrtu pievienotos lietosanas
noradijumus. Tas ir labakais veids, ka iepazities ar visam jusu stereomikroskopa funkcijam
un pilniba izmantot ta iespéjas. Un, ja jums ir kadi jautajumi, ludzu, sazinieties ar Leica
parstavi vai Leica Microsystems (Switzerland) Ltd., Heerbrugg, Sveice. Priecasimies jums
palidzét. KLIENTU APKALPOSANA miisu uznémumam ir loti nozimiga — gan pirms, gan
ari péc pardoanas (skatit 36. lappusi).

Leica Microsystems (Switzerland) Ltd.
Stereo & Macroscope Systems
Www.stereomicroscopy.com
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Drosibas pamatprincipi

Visparigas piezimes Pirms darba sakuma izlasiet lietosanas un drosibas noradijumus.

Pareiza izmantosana Leica EZ5 ir augstas precizitates optisks instruments, kas izstradats, lai apskatitu
objektu, objektu detalas un paraugus tehnologijas un zinatnes joma, izmantojot
palielinajumu. Aprikojums ir nodrosinats ar pilnigu stativu, apgaismosanas sistému un
piederumiem.

Nepiemeroti - Izmantojot instrumentu citadi, neka noradits 3ajas instrukcijas, var radit
izmantosanas veidi ievainojumus vai bojat ipaSumu.
« Leica EZ5 nedrikst izmantot acu parbaudes vai operacijas.
«  Optiskas sistemas un mehaniskas dalas nekad nedrikst atskravet citu no citas, ja
vien $ajos noradijumos nav ipasi noradits ta rikoties.
lzmantosanas vieta - Leica EZ5 galvenokart paredzéta izmanto$anai slégtas telpas.

« Jatoizmanto arpus telpam, Leica EZ5 nepiecieSams aizsargat no putekliem un
mitruma. Ar elektribu vadamas Leica Microsystems apgaismo3anas sistémas un
stativus nedrikst izmantot arpus telpam.

Integrésana treSo pusu Uzstadot Leica produktus treSo pusu produktos, nemiet véra: par visu piemerojamo
produkta drosibas noradijumu, tiesibu aktu un vadliniju ievérosanu ir atbildigs visas sistémas

f raZotajs vai tirgotajs.

4 Leica EZ5 Lietosanas pamaciba



Izmantosana tiras Leica EZ5 ir piemérots izmanto3anai tiras telpas, un to var sagatavot 3adai lieto3anai ka
telpas noradits 27. lappuse. Ludzu, ieverojiet $adus noteikumus:

«Nekad neveiciet tadas darbibas, kas nav aprakstitas 3aja lietosanas pamaciba, lai
iztiritu Leica EZ5 un ta piederumus. Neizmantojiet nepiemérotus tirisanas lidzeklus,
kimikalijas vai aprikojumu. Nekad nelietojiet kimikalijas, lai tiritu krasotas virsmas
un piederumus ar gumijotam dajam. Tie var bojat virsmu, un abrazivas dalinas var
saindét preparatus.

« Jalietotajs izmanto kimikalijas, lai notiritu kadu no Leica instrumentiem bez musu
rakstiskas piekrisanas, tas ir vina risks.

« Mes priecasimies péc jusu vélmem sniegt ipasus risinajumus, kas pieméroti izman-
toSanai vairuma apstaklu. DaZas preces iesp&jams modificét vai ari varam piedavat
citadus piederumus izmantoanai tiras telpas.

Apkalposana Remontu drikst veikt tikai Leica Microsystems apmaciti tehniki. Drikst izmantot tikai
Leica Microsystems originalas rezerves dalas.

Parinstrumentu - Parliecinieties, ka visi darbinieki, kas atbildigi par aprikojuma darbibu, ir izlasijusi
atbildigo personu un sapratusi Sos noradijumus, ipasi drosibas noradijumus.

pienakumi Parliecinieties, ka ar Leica EZ5 darhojas, apkopj un remonte tikai pilnvarots un

apmacits personals.
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Drosibas pamatprincipi

A\

Darba vietas, kuras izmanto stereomikroskopus, veicina un sekme apskati, bet tie
tomeér ipasi ietekmé ari lietotaja acis un lietotaja. llga nepartraukta darbiba var radit
astenopiskas slimibas un skeleta un muskulu sistémas bojajumus. NepiecieSsams veikt
pasakumus fiziskas piepiles mazinasanai:

- optimala darba vides sakarto3ana, darba un darba plismas maina
(bieza uzdevumu maina).

« rlpiga personala apmaciba, pievérsot uzmanibu ergonomiskiem un
organizatoriskiem aspektiem.

Ergonomiskas optikas koncepcijas un Leica EZ5 mérkis ir iespéju robezas mazinat
lietotaja sasprindzinajumu.

Tiea saskare ar okulariem var izraisit acu bakterialo infekciju un virusinfekdiju
izplatibu. Lietotaji ir jainformeé par iespgjamo infekcijas risku. So risku var mazinat,
izmantojot personiskos vai nonemamos okularus (skatit 19. lappusi).

Okularus var iegadaties atseviski. Lai iegutu sikaku informaciju, sazinieties ar savu
Leica partneri.
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Skidrumi  Ipasi uzmanieties, kad stradajat ar Skidumiem.
Instrumentu var bojat pilo3i Skidrumi.

Juridiskas prasibas levérojiet visparigos un vietéjos noteikumus attieciba uz negadijumu novérsanu un
vides aizsardzibu.

Utilizésana Saja pamaciba aprakstito iericu apsaimniekosana péc lietosanas javeic saskana ar
vietgjiem likumiem un noteikumiem.
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Simboli

Sos simbolus jiis redzésiet lietosanas noradijumos.

So noteikumu neievérosana var apdraudét personalu!

So noteikumu neievérosana var radit sistémas darbibas traucgjumus vai bojat
instrumentu.

é Drosibas noradijumi
Sis simbols norada uz seviski svarigu informaciju, kas obligati jaizlasa un jaievéro.

e | Svarigainformacija

Sis simbols norada uz papildinformaciju vai paskaidrojumiem, kas paredzeti skaidribas
nodrosinasanai.

Riciba

> Sissimbols norada uz teksta aprakstitajam veicamajam darbibam.

Paskaidrojosas piezimes

- Sis simbols norada uz teksta ietvertajam papildu piezimém un paskaidrojumiem.
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Apraksts

Greenough optiska
sistema

ESD aizsardziba

Leica EZ5 optiska sistéma sastav no divu staru kaliem, kas saplust pie 10°. Katra
optiskas trajektorijas lupa ir novietota ciesi blakus, tadéjadi stereomikroskops var bat
neliels, Tpasi pie instrumenta pamatnes. Sis konstrukcijas priekSrociba ir tas nelielais
izmérs, lietojot savienojumos ar iericém un piederumiem, ta nodrosina brivu piekluvi
paraugiem, daudz vietas rikiem un Jauj skaidri apskatit objektu apskates lauka.

Greenough sistéma |auj viegli veikt rentablu novirzu korekciju, pieméram, hromaziju,
attélu lauka izliekumu un deformaciju korekciju. Jauna Leica EZ5 izmanto pareizako
lauku katras lupas attélam. Ta nodrosina ipasu optisko darbibu ar lieliem, limena

un nebojatiem skatu laukiem un hromatiski optimizé un nodroina labus kontrasta
attélus.

Leica EZ5 apvienojuma ar ta aukstas gaismas avotu un balstu ir veidots no materialiem
ar augstu vadrtspéju, kuru lauka pretestiba ir 210" Ohm/kvadrata. Uzlade mainas no
1000V lidz 100V mazak neka 2 sekundés.

Leica EZ5 ar izbidama
pleca sistemu

Leica EZ5 Lietosanas pamaciba



Sistémas diagramma
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Lai iegaitu sikaku informaciju, lidzu, skatit brosdru M1-188-4lv.

EZ5 optiskie ietvari
Okulari

Objektivi
letvari/fokusa pleci
Fokusgjosie statni
L2 vilnvedis

Izbidama pleca stativs

Leica L2 aukstas gaismas avots

Lokana manipulatora piederumi
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Pamata aprikojuma uzstadiSana

Komponenti 1 Okulari, fikséti un/vai pielagojami
2 Optiskie ietvari, Leica EZ5
3 Papildus objektivi, opcionali

4 Fokusgjoss statnis ar mikroskopa ietvaru
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Montaza

Optiskie ietvari » Uzmanigi ievietojiet optisko ietvaru mikroskopa
— Stativs ietvara.

» Nostipriniet optisko ietvaru vélamaja pozicija,
izmantojot skriivskavas.

Papildus objektivs » Pieskrivejiet izvélétas skraves pulkstenraditaja
(opcionals) virziena lidz tas novietotas attiecigaja pozicija.
— Optiskais ietvars

Aizsargajoss » Ciesi pieskrvéjiet aizsargajoso stikla parvalku uz
stikla parvalks Leica EZ5 vitnes.

(opcionals) So parvalku nevar izmantot vienlaikus ar papildus

objektivu.

Okulari » Spiediet okularus, lidz tie tiek ievietoti caurule.

-
Caurules » Parbaudiet, lai tie stingri un precizi tiek novietoti

vieta.

e | Jisvaratizmantot Leica EZ5 ar fikséto vai pielagojamo
I okularu. Modeliem, kuru okulari ir aprikoti ar tiklojumu
mérijumu noteik3anai vai fotografésanai, nepiecieSami
divi okulari.
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Miksti okularie
elementi

Augstais gaismas avots
Leica L2 — Stativs

Apgaismosanas
sistémas

Okulari ir nodroginati ar mikstiem okulariem elementiem, kurus jus varat pievienot
okulariem, lai ...

— noveérstu acu infekdiju, ja vairaki lietotaji izmanto vienu instrumentu
(skatit 6. lappusi);

— aizsargatu jusu brilles no skrap&jumiem.

Leica L2 aukstas gaismas avots un ta stikla
Skiedras vilnvedis ieteicami izmanto3anai Leica
EZ5 stereomikroskopa apgaismosanas sistéma.
Pieejami daudzi atbilstosi adapteri pievienosanai
pie Leica L2 aukstas gaismas avota dazadiem
stereomikroskopa stativiem vai atsevisku darbibu
nodrosinasanai.

Lai iegutu sikaku informaciju par uzstadisanu un lieto3anu, lidzu, skatit Leica L2
lietoSanas noradijumus.

Sarezgitaku funkciju veikSanai, piem., fotografésanai, més piedavajam plasu augstas
veiktspéjas caurpludes gaismas stativu klastu un zemsprieguma apgaismosanas
sistémas. Lai iegitu sikaku informaciju, jautajiet savam Leica pardevéjam.
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Montaza

Okulara merskalas
— Pielagojami
okulari

Kalibre3anai iespejams pasatit $adas okularmeérskalas un objekta mikrometrus:

Okulara mérskala 10mm/0,Tmm

Okulara mérskala 5mm/0,Tmm

Okulara mérskala 5mm/0,05mm

Okulara mérskala 100 Div./0,002"

Okulara mérskala 100 Div./0,001"

Okulara mérskala 150 Div./0,0005"

Skerssvitras

Objekta mikrometra 50mm, 0,1/ 0,01mm iedalas

Objekta mikrometra 1%, 0,001 iedalas

10 fokusejosa un kadrejosa okulara mérskala ir pieejama izmanto3anai fotografesana

Modeliem, kuru okulari ir aprikoti ar tiklojumu mérijumu noteik3anai vai fotografésa-
nai, nepieciesami divi okulari.

Okulara mérskalas iespejams ievietot pielagojamos okularos un okularos, kas paredzeéti

brillu nésatajiem:

» Izmantojiet stereomikroskopu, lai noteiktu pusi kura ir noradits mérogs. Mérogam
nevajadzetu bat noraditam otradi.

» Nonemiet ieliktni no okulara apaksejas dalas un novietojiet to vieta ar velvéto pusi
uz leju.
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» Turiet okulara mérskaluaiz malam, lai neatstatu pirkstu nospiedumus un no malas
iebidiet to ietvara.

» Nomainiet okulara ieliktni un stingri to ievietojiet vieta.

» levietojiet okularu caurulé un pagrieziet okularu ta, lai pareizi izlidzinatu optisko
tiklojumu.

Mérijumu noteik3ana aprakstita "Mérisanas" noradijumos.
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Standarta aprikojuma 1 Palielinajuma regulators, laba svira
kontroles elementi un ar palielinajuma mérogu

funkdjas 2 Fokusésanas svira

3 Fiksejosa skrave nodrosina optisko ietvaru
mikroskopa ietvara

4 Pielagojamas caurules:
Attalums starp acu zilitém pielagojams no 55 — 75 mm

5 Okulari

6 Lupu vitnes / aizsargstikls
(attels parada apla iluminatoru)

Leica EZ5 Lietosanas pamaciba 17



Nosacijumi ertai
darbibai

Attalums starp acu
zilitém, sakumattalums

« Parliecinieties, ka jusu Leica EZ5 ir pareizi pielagots. Jums precizi jaievero visi
noraditie iestatijumi, lai pilniba izmantotu plasas optiskas un ergonomiskas
prieksrocibas.

« NodroSiniet darba vieta vislabakos iespejamos apstaklus.
[zvértéjiet jusu sola vai krésla augstumu.

+ lzmantojiet visu sedekla virsmu un atzveltni.
- Parliecinieties, ka jusu rokas ir atbalstitas.
«Veicot citus uzdevumus, vingrojiet, lai atslabinatos un athrivotu muskulus no

sasprindzinajuma.

Leica EZ5 ar 60° skatu lenki sniedz nevainojamu skatu augstumu uz slipi novietota
stereomikroskopa.

Attalumu starp acu zilitém var pielagot diapazona no
55—75mm.

Sakumattalums ir attalums no acs lidz okularam. Tas ir

— 12mm standarta okulariem 10x/20, 16x/16 un 20x/12
fiksétiem un pielagojamiem.

— 22mm no okulariem 10/23B un 16x/15B fiksétiem
un pielagojamiem, un ari pla3a lauka okulariem brillu
nésatajiem, 10x/218B, 16/14B, 25x/9.58 un 40x/6B.

» Lénam skatieties okularos un ar abam rokam spiediet 75
caurules kopa vai katru uz savu pusi, lidz jus redzat “z
vienu, apalu attélu lauku, neapénojot abas acis.
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Darbiba

Okularu elementi

Pielagojiet darba
attalumu,

fokuséjot = nodrosinot
skaidru attelu

Okulari ir aprikoti ar nonemamiem okularu
elementiem (skatit ari 8. lappusi).

Ja jus nevalkajat brilles un vélaties partraukt
okularu elementu izmantoSanu:

» Novietojiet okularu elementus uz
okulariem.

Ja jus izmantojat brilles darba laika:
» Atlieciet okularu elementus atpakal.

- Sada veida okularu elementi pasargas
jusu brilles no skrapgjumiem.

Lai fokusétu, operators izmanto fokuséSanas requlétajskravi, lai paaugstinatu/paze-
minatu stereomikroskopu, lidz vélamais objekts ir redzams fokusa = objektiva darba
attalums. Lai redzétu darba attalumus no dazadiem objektiviem, ludzu, skatit tabulu
30. lappusé.

Fokusésanas requlétajskravi var requlét ar labo vai kreiso roku.
» Novietojiet objektu zem objektiva.

» lestatiet zemako palielinajuma limeni.

«Jums nepiecieSams iestatit zemako
palielinajuma limeni, jo lielaka
objekta lauka ir vieglak atrast
vélamo objekta vietu.

» leskatieties okularos.

» Izmantojiet sviru, lai fokusétu objektu.

Piezime: Instrumenti, kas attéloti 3aja lapa ir tikai attélu paraugi un var nedaudz atskirties no patiesa
Leica EZ5 izskata.
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Fokusésanas Vai fokusesanas requlétajskrive ir parak briva vai parak nospriegota? Vai korpusam

regulétajskriives ir tendence slidét lejup? Speku, kas nepiecieSsams fokusésanas requlétajskriives
pielagojama pielago3anai var palielinat vai samazinat atkariba no aprikojuma svara un lietotaja
spriegojuma personigas izvéles.

iestatiSan s -
estatisana » Satveriet $is skrves ar abam rokam un pagrieziet tas vienu otrai iepretim, lidz ir

panakta fokuséSanai nepiecieSama pretestiba.
Optiska ietvara  Optisko ietvaru mikroskopa ietvara iespejams virzit uz
virziSana uz saniem saniem, gadijuma, ja lietotajs vélas stradat no malas:
» Pievelciet spilskravi.

» Pagrieziet optisko ietvaru uz vienu pusi cik
nepiecieSams.

» Pievelciet spilskravi.

Pietuviniet Leica EZ5 iekarta palielinajumu var mainit nekavejoties. Palielinajuma regulatoru var
palielinajuma regulét ar labo vai kreiso roku. Laba svira ir nodro3inata ar palielinajuma merogu, un
regulatoru tas sadalits iedalas no 1lidz 5.

Palielinajuma 30. lappuseé noradita tabula attélo palielinajumus un objekta lauka diametrus, kas
maina relativi palielinajuma requlatora pozicijai un izmantotajai okulara/objektiva kombi-
nacijai.

> leskatieties okularos.
» Novietojiet objektu fokusa (19. lappuse).

» Pagrieziet palielinajuma requlatoru
[idz tiek iestatits velamais palielinajums.

Leica EZ5 Lietosanas pamaciba



Darbiba

Dioptriju un
perfokalijas
iestatiSana

Sagatavosana

Parbaudama
priekSmeta
fokusésana

Ja pielagojamos okularos iestatiet dioptrijas ka noradits, attels saglabasies vienadi
ass gan vismazaka, gan vislielaka palielinajuma laika. To uzskata par perfokaliju un
tas nozimé, ka jums nav nepieciesams pielagot fokusu palielinajumu mainas laika.

Jums biis nepieciesams fokusét tikai tad, kad vélésieties apskatit objektu no lielaka vai
mazaka attaluma. lzmantojiet 3o prieksrocibu, cik vien bieZi iespejams, i funkdija nav

pieejama visiem stereomikroskopiem.
« Dioptriju var pielagot no +5 lidz 5.
Katram lietotajam $ie iestatijumi javeic tikai vienreiz.

Kad tiek izmantots optiskais tiklojums, dioptrijas un perfokalijas tiek pielagotas
nedaudz citadi, un 3is process noradits optiska tiklojuma lieto3anas noradijumos
(Mérisana).

lestatiet dioptriju ar pielagojamu vai fiksétu okularu.

» lestatiet apgaismojuma sistému.

» Pielagojiet attalumu starp acu zilitém (18. lappuse).

» Izmantojiet fokusésanas requlétajskrivi, lai aptuveni iestatitu darbibas attalumu
(dazadu objektivu darbibas attalumi ir noraditi 30. lappuse).

» Novietojiet plakanu parbaudes priekSmetu
zem objektiva.

» lestatiet zemako palielinajuma limeni.

» Aizveriet aci pie pielagojama okulara un ar
otru aci ieskatieties fiksetaja okulara.

» Skatieties uz parbaudes priekSmetu un izman-
tojiet fokusésanas requlétajskravi, lai fokusetu
iekartu.

Leica EZ5 Lietosanas pamaciba
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Dioptriju iestatisana > Neieskatoties okularos, pagrieziet okulara lupu
reguléjamam okularam [idz galam "+" virziena.

» Aizveriet aci pie fikséta okulara un ar otru aci
ieskatieties pielagojama okulara.

» Apskatiet parbaudes priekSmetu un léni
pagrieziet okulara lupas pulkstena raditaja
virziena, uz priekSu "', lidz jusu acs saskata
priekSmetu fokusa.

> lestatiet augstako palielinajuma limeni.

» Apskatiet parbaudamo priekSmetu ar abam
adm un izmantojiet fokusésanas requlétaj-
skravi, lai optimizétu attéla asumu.

Perfokalijas parbaude Léni pagrieziet palielinajuma regulatoru no zema-
ka palielinajuma limena lidz augstakajam.

« Asumam jabiit konstantam (perfokalam).
Jata nav, procedura jaatkarto.

Piezime: Instrumenti, kas attéloti 3aja lapa, ir tikai attélu paraugi un var nedaudz at3kirties no
patiesa Leica EZ5 izskata.

22 Leica EZ5 LietoSanas pamaciba



Darbiba

Sagatavosana

Fokusesana uz
parbaudes objektu

lestatiet dioptriju ar diviem pielagojamiem okulariem

» Izmantojiet fokusésanas requlétajskrivi, lai aptuveni iestatitu darbibas attalumu
(dazadu objektivu darbibas attalumi ir noraditi 30. lappuse).

> lestatiet apgaismojuma sistému.

» Pielagojiet attalumu starp acu zilitém
(18. lappuse).

» Abos okularos iestatiet 0 dioptrijas.

» Novietojiet plakanu parbaudes objektu zem
objektiva.

> lestatiet zemako palielinajuma limeni.

» Izmantojot okularus, apskatiet parbaudes
objektu un lietojiet fokuse3anas requlétajskra-
vi, lai fokusétu objektu.

» lestatiet augstako palielinajumu.

» Lietojiet fokusésanas requlétajskravi, lai
optimizétu attéla asumu.

Leica EZ5 Lietosanas pamaciba

23



24

Dioptriju iestatijumu
pielagosana

Perfokalijas
parbaude

» lestatiet zemako palielinajumu.
» Neskatieties okularos!

» Pagrieziet okularas lupas pretéji pulkstena
raditaja virzienam, uz "+"
tik talu, cik vien tas |auj.

> Tagad ieskatieties okularos.

» Aizveriet vienu aci.

» Arotru aci skatieties uz parbaudes objektu
un léni grieziet okulara lupu pulkstenraditaja
virziena, lidz is okulars ir fokuséts uz objektu.

» Otrai acij dioptriju iestatfjumus noreguléjiet
tiei tapat.

» Izvélieties augstako palielinajuma limeni.

» Skatieties uz objektu un nedaudz noregulgjiet
fokusu, ja nepiecieSams.

» Léni pagrieziet palielinajuma regulatoru no
zemaka palielinajuma limena lidz augstaka-
jam.

« Asumam vajadzétu bt nemainigam visa

pietuvinajuma diapazona (perfokalam).
Jata nav, procedura jaatkarto.

patiesa Leica EZ5 izskata.

Piezime: Instrumenti, kas attéloti 3aja lapa, ir tikai attélu paraugi un var nedaudz atskirties no

Leica EZ5 Lietosanas pamaciba



Ka rikoties, ja...

Objekta laukuma ir éna.

Pielagojiet attalumu starp acu zilitém (18. lappuse).

Attels neklust ass.
levietojiet pareizi okularus (13. lappuse).

Veiciet dioptrijas korekdiju tiei ta, ka aprakstits noradijumos (21. lappuse).

Fokusésanas reguletajskriive pamazam noslid un to klast gruti pagriezt.

Nodrosiniet pielagojamu spriegojumu (20. lappuse).

Leica EZ5 Lietosanas pamaciba
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Apkope

Pasargajiet savus
instrumentus

Putekli un netirumi

ietekmes jusu rezultatu

26

kvalitati

Nakamaja nodala mes paradisim, ka rapéties par jusu vertigo instrumentu un
sniegsim dazus padomus par ta tehnisko apkopi un tirisanu.

+ No mitruma, putekliem, skabém, sarmiem un kodigam vielam.
Neglabajiet instrumentu kimikaliju tuvuma.

«No nepareizas apkopes.

Optiskas sistémas un to mehaniskas dalas nekad nedrikst atdalit, ja Sada darbiba nav
ipai ieteikta noradijumos.

«Noellas un smérvielam.

Neellojiet vado3as virsmas vai mehaniskas detalas.

Apsedziet ar parklaju savu instrumentu, kad ar to nestradajat.

Apsedziet caurulu atvérumus, caurules bez okulariem un okularus ar puteklu
parklajiem.

« Notiriet puteklus ar pleSam vai maigu otinu.

« Notiriet okularus un objektivus ar ipasam optikas tirisanas draninam un tiru spirtu.

«  Kad piederumi netiek izmantoti, glabajiet tos tira vieta.

Leica EZ5 Lietosanas pamaciba



Plastmasas dalu
tiriSana

Nekad netiriet

Ka tirit, nebojajot
aprikojumu

A\

Dazi komponenti ir veidoti no plastmasas vai ir parklati ar plastmasu. Tadél tos ir viegli

turét un parnésat. Ja Sis dalas netiek tiritas pareizi ar piemeérotiem tirisanas lidzekliem,
plastmasa var tikt bojata. Tade|, ludzu, ievérojiet Sos noradijumus.

« Ultraskanas ierici. Plastmasa var klut trausla un laika gaita saplist.
« Arkodigiem vai acetona lidzekliem, pieméram, étera aizstajvielas.

«  Ar citiem Skidumiem, iznemot etanolu un izopropanolu.

« Arsiltu ziepjudeni, tad noslaucit ar destilétu adeni.

Ar etanolu (tehnisko spirtu) un izopropanolu.

Ja tifiSanai izmanto etanolu vai izopropanolu, nepiecieSams ievérot
attiecigus noteikumus.

Leica EZ5 Lietosanas pamaciba
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Mes garantéjam produktu kvalitati

Jus stradajat ar padu visaugstaka sniequma precizitatesinstrumentu. Tade] mes garante-
jam savu instrumentu kvalitati . Garantija attiecas uz razo$anas un materialu defektiem,
bet ne uz bojajumiem, kurus izraisijusi nolaidiba vai nepareiza izmanto3ana.

Lidzu, rikojieties ar savu vertigo instrumentu, ka noradits. Instruments darbosies vis-
augstaka kvalitaté ar nemainigu precizitati gadiem ilgi. Misu produkti ar to ir slaveni.

Ja jusu instruments tomeér vairs nedarbojas pareizi, sazinieties ar apstiprinato tehnisko
specialistu, savu Leica parstavi vai tiesi Leica Microsystems (Switzerland) Ltd.,
(H-9435 Heerbrugg.
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Kopéja palielinajuma un objekta
apskates lauka aprékinasana

Mo papildobjektiva palielinajums
Mg okulara palielinajums
z palielinajuma regulatora stavoklis

Nrgy  okulara lauka numurs. Lauka numuri ir noraditi uz okulariem:

10/20, 16x/16, 20/12, 10x/20B, 16/14B, 25x/9,5B, 40x/6B

Piemers:
Mo papildobjektivs 0,5x
Mg okulars 20x/12

z tuvinasanas pozicija 5,0

Palielinajums binokularaja caurulé

MTOTV|S = MOXMEXZ 0,5%x20x5 = 50

Objekta apskates lauka diametrs:

Nrov 12
Do = = 48mm

Mo Xz 0,5x5

Leica EZ5 Lietosanas pamaciba
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Leica EZ5 optiskie dati

30

0,63x 0,5%
Darba attalums 100 mm 140 mm 180 mm
- - -
(=) = = = = = =
Sg| 88 e | 8z ££| & it
Okulari &2 S E & S F EQ S F &
10x/20 1 10 20 63 31,7 5 40
10x/20B 1,25 12,5 16 79 254 63 32
1,6 16 12,5 10,1 19,8 8 25
2 20 10 12,6 15,9 10 20
25 25 8 15,8 12,7 12,5 16
3.2 32 6,3 20,2 9,9 16 12,5
4 40 5 25,2 79 20 10
5 50 4 31,5 6,3 25 8
16x/15B 1 16 15 10,1 238 8 30
1,25 20 12 12,6 19 10 24
1,6 256 9,4 16,1 14,9 12,8 18,8
2 32 75 20,2 11,9 16 15
25 40 6 252 9,5 20 12
3,2 51,2 4,7 323 74 25,6 9,4
4 64 38 40,3 6 32 75
5 80 3 50,4 48 40 6
20%/12 1 20 12 12,6 19 10 24
1,25 25 9,6 15,8 15,2 12,5 19,2
1,6 32 75 20,2 11,9 16 15
2 40 6 252 9,5 20 12
25 50 48 315 7,6 25 9,6
32 64 38 40,3 6 32 75
4 80 3 50,4 48 40 6
5 100 24 63 38 50 48
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Leica EZ5 izméri (mm)

120

376

2545

146,5

100

0,63 Papildobjektivs

WD=140 mm

Attéls=plakne

Leica EZ5 Lietosanas pamaciba
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10 447 255 Uzstadams fokusésanas plecs
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49,5 o
25 [mﬂ N
2‘5 Zemaka fokusésanas
- ‘ pozicija
Augstaka fokusésanas !

pozicija

69

101

+
48

10 446 344 Fokusésanas plecs 25 mm atbalstam
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Leica Microsystems visa pasaulé

RazZots Leica

Leica jums

Leica Microsystems 1pasi darbojas mikroskopijas, paraugu sagatavosanas,
attelu analizeSanas, fokuséta lazera aprikojuma, mediciniska aprikojuma
un pusvaditaju aprikojuma razo3anas joma. Starptautiska tehnologijas
grupa, kuras galvena mitne atrodas Vetclara (Wetzlar), Vacija, veidota,
apvienojot vairaku uznémumu Wild, Leitz, Reichert, Jung un Cambridge
Instrument grupas ar ipasam, individuali izstradatam tradicijam.

Leica Microsystems izstrada sistemu risinajumus, lai uzlabotu klientu
darbibas efektivitati un jaunas tehnologijas, kas atbilst starptautiskajiem
standartiem. Tadi pasi kvalitates standarti ir pieméroti visas 11 raZo3anas
mitnés 7 valstis. Tadejadi Leica kvalitate ir pazistama visa pasaule.

Viena panakumu dala ir Leica Microsystems tehnologija, otra ir klientu
apkalposana. Miisu darbinieki nodrosina korporativas, profesionalas
konsultacijas, pakalpojumus un klientu apkalpoSanu darba vietas un

misu klientu dzimtaja valoda. Més klientiem nodrosinam ari uzticamus,
vienkar3us risinajumus, lai apmierinatu klientu vajadzibas un nevainojamu
piegades programmu.

Leica EZ5 Lietosanas pamaciba
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Leica Microsystems — the brand

for outstanding products

Leica Microsystems’ mission is to be the world's first-choice provider of innova-
tive solutions to our customers’ needs for vision, measurement and analysis of

micro-structures.

Leica, the leading brand for microscopes and scientific instruments, developed
from five brand names, all with a long tradition: Wild, Leitz, Reichert, Jung and
Cambridge Instruments. Yet Leica symbolizes innovation as well as tradition.

Leica Microsystems — an international company
with a strong network of customer services.

Australia:
Austria:
Canada:
Denmark:
France:
Germany:

Italy:

Japan:

Korea:
Netherlands:
People’s Rep. of China:
Portugal:
Singapore
Spain:

Sweden:
Switzerland:
United Kingdom:
USA:

Gladesville
Vienna
Richmond Hill/Ontario
Herlev
Rueil-Malmaison
Bensheim

Milan

Tokyo

Seoul

Rijswijk

Hong Kong
Lisbon

Barcelona
Sollentuna
Glattbrugg

Milton Keynes
Bannockburn/Illinois

Tel.
Tel.
Tel.
Tel.
Tel.
Tel.
Tel.

|
|
Tel

@ @

Tel.
Tel.
Tel.
Tel.
Tel.
Tel.
Tel.
Tel.

+612 9879 9700
+43 1486 8050 0
+1905 762 2000
+45 4454 0101
+33147 328585
+49 6251 136 0
+39 0257 486.1

. + 8135421 2800
. +822514 65 43

. +3170 4132 100
+852 2564 6699
+351 21388 9112
+65 6779 7823
+34 93 494 95 30
+46 8 625 45 45
+4144 809 34 34
+44.1908 246 246
+1847 405 0123

Fax +61 2 9817 8358
Fax +43 1 486 80 50 30
Fax +1 905 762 8937
Fax +45 4454 0111
Fax +33 1 47 32 85 86
Fax +49 6251 136 155
Fax +39 0257 40 3475
Fax +81 3 5421 2896
Fax +82 2 514 65 48
Fax +3170 4132 109
Fax +852 2564 4163
Fax +351 21 385 4668
Fax +65 6773 0628
Fax +34 93 494 95 32
Fax +46 8 625 45 10
Fax +41 44 809 34 44
Fax +44 1908 609 992
Fax +1 847 405 0164

and representatives of Leica Microsystems
in more than 100 countries.

In accordance with the 1S0 9001 certificate, Leica Microsystems (Switzerland) Ltd, Business

Unit Stereo & Macroscope Syst

lam

has atits disp

system that meets the re-

quirements of the international standard for quality management. In addition, production meets
the requirements of the international standard 1SO 14001 for environmental management.

Winner 2005

3

Innovationspreis
der deutschen Wirtschaft

The World's first Innovation Award

www.leica-microsystems.com

The companies of the Leica Micro-
systems Group operate international-
ly in three business segments, where
we rank with the market leaders.

® Microscopy Systems

Our expertise in microscopy is the
basis for all our solutions for visuali-
zation, measurement and analysis of
micro-structures in life sciences and
industry. With confocal laser techno-
logy and image analysis systems, we
provide three-dimensional viewing
facilities and offer new solutions for
cytogenetics, pathology and materi-
als sciences.

® Specimen Preparation

We provide comprehensive systems
and services for clinical histo- and
cytopathology applications, bio-
medical research and industrial
quality assurance. Our product range
includes instruments, systems and
consumables for tissue infiltration
and embedding, microtomes and cry-
ostats as well as automated stainers
and coverslippers.

® Medical Equipment
Innovative technologies in our surgi-
cal microscopes offer new therapeu-
tic approaches in microsurgery.

Jeica

MICROSYSTEMS
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