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Cienijamais iekartas
lietotaj,

pateicamies par uzticibu musu produktam.
Mes ceram, ka darbs ar to jums sniegs gan
prieku, gan panakumus.

Leica Microsystems Leica Z6 APO un Z16 APO ir
vienigas pilniba apohromatiski korigétas pietuvi-
najuma sistémas, kadas mikroskopu tirgu ir
pieejamas, un tas parspéj citas pietuvinajuma
sistéemas kontrasta, attéla asuma, krasu un attéla
precizitates zina. Leica Z6 APO un Z16 APO ir |oti
piemérotas augstas precizitates izpétei visa
razo$anas procesa, lidz pat to integréSanai
automatizetas attélveides sistemas, ka ari
zinatniskai un mediciniskai izmanto$anai.

Jus turklat varat izveidot pilniba aprikotas
atseviSkas darba stacijas mérijumiem un
testéSanai, kas ir piemérotas jusu vajadzibam.
Jaunajas pietuvinajuma sistémas ietverts
plasakais papildaprikojuma klasts visu iedoma-
jamo parbaudes, apmacibu un dokumentésanas
darbu veik$anai. Ar savietojamiem balstiem,
gaismas elementiem, binokularajiem tubusiem un
video/foto tubusiem, motorizéto fokuséSanu,
modernam CCD kameram un daudzam citam

iespéjam Leica Z6 APO un Z16 APOQ ir piemérotas

video izpétes, mérijumu, dokumentéSanas un
analizes darbiem kvalitates nodro$inasanas
laboratorijas, ka ari ir izmantojamas biologija,
geologija, histologija, kriminologija un apmaciba.

Izstradajot savus instrumentus, ipasi raugamies,
lai darbs ar tiem batu vienkarss un saprotams.
Tomer, l0dzu, atrodiet laiku Sis lietotaja rokasgra-
matas un darba dro$ibas informacijas izlasi$anai,
lai iepazitos ar Leica Z6 APO un Z16 APO pietu-
vingjuma sistému priekSrocibam un iespéjam,

lai jUs tas varetu izmantot optimali un drosi.

Ja jums rodas jautajumi, lidzam sazinaties ar
vietéjo Leica parstavi. Tuvaka vieteja parstavja
adresi, ka ari vertigu informaciju parLeica
Microsystems produktiem un pakalpojumiem
varat atrast musu majas lapa
www.leica-microsystems.com

Priecasimies jums palidzét. Klientu apkalpoSana
musu uznémumam ir |oti nozimiga. Ne tikai pirms,
bet ari péc pardosanas.

Leica Microsystems (Switzerland) Ltd.

Business Unit Stereomicroscopy
www.stereomicroscopy.com
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Instrumenta parskats

1. attéls Galvenie komponenti un vadibas slédzi: pa kreisi Leica Z16 APO pietuvinajuma sistéma ar
precizo fokuséSanu un objektivu. Pa labi Leica Z6 APO pietuvindjuma sistéma ar objektivu.

1.
2,
3.

Leica Z16 APO pietuvinajuma sistéma
Leica Z6 APO pietuvinajuma sistema
Preciza fokuseésana

(diafragmas gredzens [10] nonemts)

. Objektivs
. Slédzis pietuvinajuma pakapjveida

reguléSanas aktivizeéSanai/dezaktivéSanai

. Rievots gredzens pietuvinajuma reguléSanai

Palielinajuma méerogu skala

Leica Z6 APO & Z16 APO - Lietotaja rokasgramata

8. Spilskrlve varaviksnenes diafragmas

10.

regulédanai un nofiksésanai )
(1 = mazakais diametrs, 5 = ATVERTA)

. Skruve ar seSsturveida galvinu pietuvinajuma

sistémas piestiprinasanai pie tubusa
Diafragmas gredzens ar vitni objektiva
pievieno$anai (izmantojot precizo fokuséSanu,
atbrivojiet tris uz diafragmas gredzena
izvietotas skruves ar seSsturveida galvinu un
nonemiet diafragmas gredzenu)
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1. Drosibas principi

1.1. Lietotaja rokasgramata

Jusu Leica Z6 APO un Z16 APO pietuvinajuma
sistému komplekta ietverts interaktivs CD ar
visam atbilsto$ajam lietotaja instrukcijam vacu,
anglu, fran€u, spanu, italieSu, portugalu,
holandieSu, danu, zviedru, somu un grieku
valoda. Glabajiet to drosa un lietotajam viegli
pieejama vieta. Lietotaja rokasgramatas un to
atjauninajumus iespéejams ari lejupieladet un
izdrukat no musu timekla vietnes
www.stereomicroscopy.com.

Saja darbibas rokasgramata aprakstitas Leica
Z6 APO un Z16 APO pietuvinajuma sistému
ipasas funkcijas un ietverti svarigi noradijumi par
to darba dro$ibu, ekspluataciju un papildapriko-
jumu. Leica Z6 APO un Z16 APO ir pietuvingjuma
sistémas, kuras var paplasinat, izveidojot modu-
laru sistemu ar gandriz neierobezotu skaitu
iespéjamo individualo aprikojuma konfiguracijas
variantu. Identiskie moduli, pieméram, balsti,
binokularie tubusi, papildaprikojums utt. ir
aprakstiti Leica M stereomikroskopu lietotaja
rokasgramata Nr. M2-105-0, kura ietverti ari
papildu drosibas noradijumi, kas attiecas uz
papildaprikojumu un elektrisko aprikojumu,

ka ari kopS$anas noradijumi.

Sadiem papildaprikojuma veidiem ir nodrosinatas
ipaSas rokasgramatas:
- lietotaja rokasgramata Nr. M2-267-1
motorizetajai fokuseSanas sistémai;
- lietotaja rokasgramata Nr. M2-216-2
Leica HL RC™ caurpludes gaismas pamatnei.
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A Pirms $o instrumentu uzstadiSanas vai
izmantosanas izlasiet iepriekSminétas lietotaja
rokasgramatas. Ludzu, ipasi ieverojiet visus
droSibas noradijumus.

Lai saglabatu iekartu tas sakotnéja stavokli un
nodro$inatu dro$u darbibu, lietotajam ir jaievero
Sajas lietotaja rokasgramatas ietvertie noradijumi
un bridinajumi.

1.1.1. Shémas

(1.5.) Aprakstos sastopamie numuri iekavas ietver
atsauci uz shémam un $ajas shémas attelotajam
vienibam.

Piemérs (1.5): 1. attéls atrodas 3. lapa, un

5. punkts ir slédzis pietuvinajuma pakapjveida
reguléSanas aktivizéSanai/dezaktivesanai.



1.1.2. Izmantotie simboli

A Bridinajums par bistamibu

Sis simbols norada uz ipasi svarigu informaciju,

kuras neievéro$ana:

- var apdraudeét darbiniekus;

- var izraisit darbibas traucejumus un
instrumentu bojajumus.

A Bridinajums par bistamu

elektrospriegumu

Sis simbols norada uz ipasi svarigu inofrmaciju,

kas, ja to neievero:

- var apdraudeét darbiniekus;

- var izraisit darbibas traucejumus un
instrumentu bojajumus.

V& Karstas virsmas izraisita bistamiba
Sis simbols bridina, lai nenotiktu pieskarsanas

karstam virsmam, pieméram, gaismas spuldzem.

| | Svariga informacija

Sis simbols norada uz papildinformaciju vai
paskaidrojumiem, kas nodrosina papildu
skaidribu.

Riciba
» Sis simbols norada uz teksta aprakstitajam
veicamajam darbibam.

Pagkaidrojoéas piezimes
¢ Sis simbols norada uz papildu piezimém un
skaidrojumiem, kas ietverti teksta.

1.2. DroSibas norades
Apraksts

Leica Z6 APO un Z16 APO ir optiskas sistemas ar
6,3:1 vai 16:1 palielinajuma regulatoru un centralo
staru kanalu. Visprecizako informaciju var iegut,
pateicoties iesp€jai skatit attelu bez paralakses
kludam. Mérijumi, adaptacijas darbi un novérte-
jumi K|Ust precizaki; fotograféjot un veicot attélu
apstradi, var iegut vairak kvalitativas informacijas.
Vertikalais staru kanals ir ipa$i paredzéts digi-
talajiem ierakstiem un daudzpunktu fokusé$anas
programmam. Polarizétas optiskas parbaudes
nodro$ina dabiskas polarizacijas krasas, un
plakanu, stipri atstarojoSu objektu, pieméram,
pusvaditaju sagatavju geometriskie slani, izman-
tojot koaksialo apgaismojumu, ir redzami bez
traucéjumiem.

Leica Z6 APO un Z16 APOQ ir pieejams ipasi plass
modulara papildaprikojuma klasts, ka, pieméram,
objektivi, ietvari, video/foto tubusi, balsti,
binokularie tubusi, okulari utt.

Atjautie izmantoSanas veidi

Ar Leica Z6 APO un Z16 APO pietuvinajuma
sistémam un apohromatiskajiem objektiviem var
bez attéla trauc&jumiem apskatit un dokumentét
veselus objektus. Ka augstas veiktspégjas optiskas
ierices tas ir var izmantot mérijumu un testé$anas
sistémas, tostarp, redzes tehnologiju sistémas un
augsto tehnologiju laboratoriju darba stacijas.
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Nepiemeroti izmantoSanas veidi

Ja Leica Z6 APO vai Z16 APO, to komponentes
un papildaprikojumu izmanto citadi, neka
aprakstits $aja lietotaja rokasgramata, var rasties
savainojumi vai ipaSuma bojajumi. Nekad:

- neuzstadiet citus spraudnus vai vadus;

- nenomainiet, neparbuvejiet vai neizjauciet
detalas, ja vien $ada riciba nav ipasi aprakstita
Saja rokasgramata;

- neatlaujiet nepilnvarotam personam atvert
detalas;

- neizmantojiet Leica Z6 APO un Z16 APO
cilvéka acs parbaudei vai operésanai.

Saja darbibas rokasgramata aprakstitajam iericém
un papildaprikojumam ir veikta droSibas un
iespéjamo risku parbaude. Ja iericé tiek veiktas
izmainas, ja ta tiek pielagota vai izmantota
savienojuma ar komponentiem, kuru razotajs nav
Leica, ir jakonsultejas ar atbildigo Leica filiali.

Ja ierice veiks izmainas vai to neatbilstosi
izmantos, garantija zudis!

Par instrumentu atbildigas (-o) personas (-u)
pienakumi

NodroSinat, lai:

- ar Leica Z6 APO un Z16 APO un papildapriko-
jumu stradatu, to apkopi un remontdarbus
veiktu tikai tam pilnvaroti un apmaciti
darbinieki;

- ariekartu stradajosie darbinieki butu izlasijusi,
izpratusi un ieverotu Sos un 5. lappusé minétos
noradijumus, un it ipasi drosibas noradijumus.
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IzmantoSanas vieta

- Ar Leica Z6 APO un Z16 APO drikst stradat
tikai slegtas telpas, kuras nav putek|u, no
+10 °C lidz +40 °C temperatira. NodroSiniet,
lai telpa nebutu ellas un Kimisku izgarojumu,
un parlieciga mitruma.

- Elektriskas komponentes jamonte vismaz
10 cm attaluma no sienas un no viegli
uzliesmojosam vielam.

- Jaizvairas no lielam temperaturas svarstibam,
tieSas saules gaismas un vibracijam.

Sie apstakli var izraisit mérijumu un
mikrografisko attélu traucejumus.

— Optiskajam sistemam siltas, ka ari siltas un
miklas klimata zonas ir vajadziga ipasa
aprupe, lai novérstu senisu veidosanos.

UtilizeéSana

Seit aprakstito produktu utilizé$ana javeic
saskana ar piemeérojamiem vietéjiem tiesibu
aktiem un noteikumiem.

Juridiskas prasibas

levérojiet visparejos un vietejos noteikumus par
negadijumu novérSanu un vides aizsardzibu.
Atbilstiba Eiropas Kopienas direktivai

Leica Z6 APO un Z16 APO un to papildaprikojumu
razo saskana ar jaunakajam tehnologijam, un tam
ir nodrosinats pazinojums par atbilstibu ES
prasibam.



Draudi veselibai

A Ar optiskajam sistémam aprikotas darba-
vietas atvieglo un uzlabo izpétes procesu, bet ari
izvirza augstas prasibas lietotaja acim un turéetaj-
muskuliem. Atkariba no nepartraukta darba
ilguma var rasties asténopija un muskulu - skeleta
problémas. Tadél ir javeic atbilstosi pasakumi
darba slodzes mazinasanai:

- optimals darba vietas izkartojums, darba
uzdevumi un darba grafiks (bieza darbibu
maina);

- plasa darbinieku apmaciba, nemot véra
ergonomikas un organizacionalos aspektus.

Ergonomiskas optikas principu un Leica optikas
sistému uzbuves mérkis ir samazinat lietotaja
sasprindzinajumu lidz zemakajam iespé&jamajam
[imenim. Ja vélaties savu pietuvinajuma sistému
aprikot ar vienu no musu binokularajiem tubu-
siem, més piedavajam ErgoTube® tubusus un
ErgoModule® modulus, kuri kompensé iekartu un
papildaprikojuma augstuma, darba atstatuma un
to lietotaju augumu garuma atskiribas. Ja jums
radusas problémas ar skatiSanas konfiguraciju,
vaicajiet savam Leica konsultantam par
ergonomiskakiem Leica risinajumiem.

A TieSa saskare ar okulariem ir viens no acs
bakterialo infekciju un virusinfekciju izplatibas
veidiem. Lietotaji ir jainformé par iesp€jamo
infekcijas risku. So risku iespéjams samazinat lidz
minimumam, katrai personai izmantojot
personigos okularus vai nonemamus okularu
elementus.

Remontdarbi un apkopes darbi

- Remontdarbus drikst veikt vienigi
Leica Microsystems apmaciti apkopes specia-
listi vai par instrumentu atbildigas personas
norikoti tehniskie specialisti.

- Drikst izmantot vienigi originalas Leica
Microsystems rezerves dalas.

- Pirms spriegumam paklautu detalu atvérSanas
atvienojiet elektropievades kabeli.

A PieskarSanas spriegumam paklautam
detalam var izraisit savainojumus.

Transportesana

- Pietuvinajuma sistému un to papildaprikojuma
komponensu parvadasanai vai transportésanai
izmantojiet originalo iepakojumu.

- Lai noverstu vibraciju izraisitus bojajumus,
izjauciet visas kustigas detalas, kuras
(izmantojot lietotaja rokasgramatu) klients var
samonteét, un iepakojiet tas atseviski. Sadas
detalas ir objektivs, video/foto tubuss, ietvars,
binokularais tubuss, okulari utt.

Integrés$ana treSo pusu produktos

Uzstadot Leica izstradajumus treSo pusu produk-
tos, ieverojiet: par visu pieméerojamo drosibas

noradijumu, tiesibu aktu un vadliniju ievéro$anu ir
atbildigs kopéjas sistémas razotajs vai izplatitajs.

Leica Z6 APO & Z16 APO - DroSibas principi



2. MonteSana

1. shéma: pietuvinajuma sistemas, objektivi un papildaprikojums
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2.1. Pietuvinajuma sistéemas

[ ]
| Katrai pietuvinajuma sistémai, ludzu,
pasitiet vienu Leica Z6 APO un Z16 APO
objektivu un, ja nepiecieSams, precizas
fokusésanas sistemu.

Pamatkomponentes - pietuvinajuma sistému un
objektivu - var k& modulus savietot ar dazadiem
tubusiem, ietvariem, balstiem, fokusé$anas
mehanismiem, binokularajiem tubusiem, gaismas
elementiem un digitalas attélveido$anas papilda-
prikojumu un izveidot pilniba aprikotas darba
stacijas. Papildaprikojums, kuru izmanto ari
Leica M sérijas stereomikroskopos, aprakstits
Leica M stereomikroskopu lietotaja rokasgramata
Nr.

M2-105-0.

MontéSanai nepiecieSamas vai nu integrétas
spilskrlves, vai ari Alena atsléga; tas ir ietvertas
piegades komplekta.

2.2. Pietuvinajuma sistemas un
objektiva montesana

e Meés iesakam izmantot 1x, 2x, 0,8x%, 0,5x
planapohromatiskos objektivus, lai pilniba
izmantotu apohromatiskas pietuvinajuma
sistémas augsto veiktspéju.

¢ Planapohromatiskajiem objektiviem jus varat
piestiprinat ceturtdalvilna plaksniti, lai panaktu
koaksialo apgaismojumu, analizatoru
polarizacijai vai ari gredzenveida gaismas
elementu.

e |r pieejami ari M seérijas 0,63x, 0,5x, 0,32x
ahromatiskie objektivi, kurus pietuvinajuma vai
precizas fokusé$anas sistémai var piestiprinat,
izmantojot adapteri (skatiet montéSanas shemu
9. lappuse€).

¢ Ahromatiskajiem objektiviem varat piestiprinat
vertikalo gaismas elementu vai paplasinajumu
izpétei kritoSaja gaisma/slipgaisma.

10

¢ LaiiegUtu palielinajumu mikroskopiskaja diapa-
zona, ir pieejami deforméjamo spogulu un
augstas iz8kirtspéjas objektivi, kurus pietuvi-
najuma vai precizas fokuséSanas komponen-
tam var piestiprinat, izmantojot adapteri
(skatiet montéSanas shému 9. lappusé).
Vienmér izmantojiet deforméjamo spogulu un
augstas izSkirtspéjas objektivus ar precizo
fokusésanu.

Sos objektivus var izmantot ar Z6 APO vai
Z16 APOQ pietuvinajuma sistémam vai precizas
fokuséSanas sistemam.

Objektivs / pietuvinajuma sistema

» Pieskravéjiet planapohromatisko objektivu
(2.4.) pulkstenraditaja kustibai pretéja virziena
pie diafragmas gredzena (2.3.).

» Pieskrivéjiet ahromatisko objektivu pie
diafragmas gredzena (2.3.), izmantojot
adapteri.

Objektivs / precizas fokuséSanas sistema /
pietuvinajuma sistema

P Atbrivojiet tris se$stirveida galvinas skrlives
(2.6.), kas izvietotas uz diafragmas gredzena
(2.3.), un nonemiet diafragmas gredzenu.

» Piestipriniet precizas fokusé$anas sistemu
(2.5.) pie pietuvinajuma sistémas, izmantojot
skrlves ar seSsturveida galvinam (2.7).

» Pieskrivéjiet planapohromatisko objektivu
(1.4.) pulkstenraditaja kustibai pretéja virziena
pie precizas fokuséSanas sistémas (2.5.).

P Piestipriniet ahromatisko objektivu pie precizas
fokusésanas sistémas (2.5.), izmantojot
adapteri.

» Piestipriniet deformé&jamo spogulu un augstas
izSkirtspéjas objektivus (3.2.) pie precizas
fokuséSanas sistémas (3.4.), izmantojot
adapteri (3.3.).

Leica Z6 APO & Z16 APO - MontéSana



2. att. Pietuvinajuma sistémas un objektiva
montéSana:

Pa kreisi: Leica Z16 APO pietuvinajuma sistéma,
objektivs uzmontets uz diafragmas gredzena.
Pa labi: Leica Z6 APO pietuvinajuma sistéma ar
precizo fokuse$anu (bez diafragmas gredzena).

1. Leica Z16 APO pietuvindjuma sistéma

2. Leica Z6 APO pietuvinajuma sistéma

3. Diafragmas gredzens ar vitni objektiva
piestiprinaanai (izmantojot precizo
fokuséSanu, atbrivojiet tris uz diafragmas
gredzena izvietotas skrlves ar seSsturveida
galvinam un nonemiet diafragmas gredzenu)

4. Objektivs

5. Preciza fokusé$ana
(diafragmas gredzens [2.3.] ir nonemts)

6. Diafragmas gredzens ir piestiprinats pie
pietuvinajuma sistémas, izmantojot skruves ar
seSstlrveida galvinam, kas izvietotas uz
diafragmas gredzena (redzama viena no trim
seSstlrveida galvinas skrivem)

7. Precizas fokusé$anas sistéma piestiprinata pie
pietuvinajuma sistémas, izmantojot skrtves ar
seSstlrveida galvinam (redzama viena no trim
seSstlrveida galvinas skravem)

Leica Z6 APO & Z16 APO - MontéSana

3. att. Pietuvinajuma sistémas un mikroobjektiva
montéSana

1. Leica Z16 APO pietuvindjuma sistéma
2. Mikroobjektivs
3. Mikroobjektiva adapteris
4. Preciza fokuse$ana
(diafragmas gredzens [2.3.] ir nonemts)
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/ SLR Leica B-Mount 1"
17,2/3",1/2",1/3"

camera housing MPS30 / MPS60 3-chip 2/3" C-Mount

C-Mount, CCD cameras photoautomats CCD camera ~ CCD camera
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1
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H 17, 2/3",1/2",1/3" CCD-Camera
2.4. Tubusi C-Mount, CCD-Camera |

_ .. . Leica DC-Camera Lei
3. shéma: Tubusi, ietvari eica
MPS30 / MPS60

10 446 307 SLR-Camera
0.8x
10 446 261 l
2/3"
0.63x
10 445 930
10 445 929 1x

12"
0.5x

10 445 928
1/3"
0.32x

10 446 343 @
-—

/o 147128 ‘%» 10 447 204
% - ﬁ AS
10 447 19

10 446 394

Z6 APO
10 447 174

216 APO
10 447 173
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Tubusi sniedz jums iespéju piestiprinat fotogra-
feSanas un izpétes papildaprikojumu. letvari
sniedz iespéju instrumentu piestiprinat pie
balstiem, masinam un darba iekartam. Ir pieejami
§adi tubusi un ietvari:

- AS video/foto tubuss (10447204)
LietoSanai ar ietvaru (10447196).

- A video/foto tubuss (10447128)
LietoSanai ar mikroskopa ietvaru (10446394) vai
fokuséSanas stieniem (10446345, 10446343 un
10446344).

- Y tubuss (10447109) Leica M stereomikroskopu
[inijas tubusiem, 1,25x tubusa koeficients,
50/50 gaismas $kelSana
LietoSanai ar mikroskopa ietvaru (10446394) vai
fokuséSanas stieniem (10446345, 10446343 un
10446344).

Video/foto tubusi un'Y tubuss ir pievienoti pie
pietuvinajuma sistémas bezdeligastes gredzena
un piestiprinati pie pietuvinajuma sistémas,
izmantojot skravi ar seSsturveida galvinu (1.9.).

Lidzigi jus varat piestiprinat ari koaksialo gaismas

elementu starp pietuvinajuma sistému un tubusu
(2.5. nodala).
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2.4.1. Digitala attelveidoSana,
izmantojot AS video/foto tubusu

JUs varat piestiprinat digitalas kameras pie AS
video/foto tubusa, lai izveidotu planu, telpas zina
ekonomisku iekartas konfiguraciju. Si konfigu-
racija sastav no:

- Leica Z6 APO vai Z16 APO pietuvinajuma
sistémas, objektiva un precizas fokuseSanas
sistémas;

- AS video/foto tubusa (10447204);

- video objektiva ar C veida stiprinajumu;

- digitalas kameras.

Pietuvinajuma sistema - AS video/foto tubuss
P Atbrivojiet skrivi ar sesstlirveida galvinu (4.10.),
izmantojot komplekta ieklauto Alena atslégu.

P Noregulgjiet pietuvinajuma sistému (4.1.) pret
AS video/foto tubusa (4.4.) bezdeligastes
gredzenu un pievelciet skrivi ar seSsturveida
galvinu (4.10).

Video objektivs > pietuvinajuma sistéma ar AS

video/foto tubusu

» Uzskriivéjiet nepiecie$amo digitalo kameru
(4.6.) uz video objektiva (4.5.) C veida
stiprinajuma.

P levietojiet video objektivu AS video/foto tubusa
(4.4) un pievelciet rievoto gredzenu (4.11).

Piestiprinasana pie balsta

lzmantojiet AS tubusa (10447196) ietvaru, lai
piestiprinatu iekartu pie Leica kritosas vai
caurpludes gaismas balsta vai liela bidstiena
balsta.

Montésanas noradijumus lidzam skatit 2.6.
nodala.
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4. att. lekartas konfiguracija digitalo attélu
uznem3anai ar AS video/foto tubusu.
Leica Z6 APO laba puse.

. Leica Z6 APO pietuvinajuma sistéma

. Preciza fokuséSana

. Objektivs

. Video/foto tubuss AS

. Video objektivs ar C veida stiprinajumu

. Leica digitala kamera

. AS tubusa ietvars

. Krito8as gaismas balsts

. Fokusé$anas mehanisms vienkarsajai
fokuséSanai ar 500 mm kolonnu

. Skrive ar seSsturveida galvinu pietuvinajuma
sistémas piestiprinasanai pie AS video/foto
tubusa

. Rievots gredzens video objektiva

uzskruvesanai

©CoOoONOOA,WN=

[y
o

-
-y
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2.4.2. Digitala attelveido$ana,
izmantojot A video/foto tubusu

Jus varat piestiprinat digitalas kameras pie A
video/foto tubusa, izmantojot video objektivu.
Si konfiguracija sastav no:

- Leica Z6 APO vai Z16 APO pietuvinajuma
sistémas, objektiva un precizas fokuséSanas
sistémas;

- A video/foto tubusa (10447128);

- video objektiva ar C veida stiprinajumu;

- digitalas kameras.

Veiciet montésanu, ka noradits 2.4.1. nodala
(montésana ar AS video/foto tubusu).

Piestiprinasana pie balsta

Lai piestiprinatu pie Leica krito$as vai caurplides
gaismas balsta vai bidstiena balsta, izmantojiet
mikroskopa ietvaru (10446394).

Lai izmantotu ar masinam vai darba iekartam,
piestipriniet iekartas pie fokuséSanas stieniem
10446345 (var izmantot ari bidstiena balstiem),
10446344 (apalam kolonnam, @ 25 mm)

vai 10446343.

Montésanas noradijumus lidzam skatit 2.6.
nodala.
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5. attéls lekartas konfiguracija digitalajai
attélveidosanai, izmantojot A video/foto
tubusu. Leica Z16 APO laba puse.

Leica Z16 APO pietuvinajuma sistéma
Preciza fokuseSana

Objektivs

Video/foto tubuss A

Video objektivs ar C veida stiprindjumu
Leica digitala kamera

Mikroskopa ietvars (10446394)
Spilskrave A video/foto tubusa
piestiprinasanai pie mikroskopa ietvara
HL RC™ caurpliides gaismas balsts
FokuséSanas mehanisms
vienkarsajai/precizajai fokuseésanai ar
500 mm kolonnu

10a. Parastas fokuséSanas mehanisms

10b. Precizas fokuse$anas mehanisms

11. Skrave ar seSsturveida galvinu pietuvinajuma
sistémas piestiprinasanai pie video/foto
tubusa

PN R N2

—
o ©
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2.4.3. Montesana arY tubusu

4. shema:Y tubuss ar binokularajiem

. ® .
tubu5|e_m, Er_gol_VIoduIe moduliem ., @ @
un papildaprikojumu &

10 447 160 10447158

10 445 301

10 445 302

10 445 303

f‘"‘.. @ 10 429 781
g = «‘.}‘ 10429 783
10 445 822

10 446 253

10 445619

(=P
10346 910 10 447 168

@‘ 10 446 237
10 446 123 10 446 238

/ @10447 109

216 APO
10 447 173

10 446 343

10 446 394
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Y tubusu jus varat izmantot, lai piestiprinatu Piestiprinasana pie balsta

binokularos tubusus, ErgoModule® modulus, Lai piestiprinatu pie Leica krito$as vai caurpliides
video/foto tubusus un Leica IC A video modulino  gaismas balsta vai bidstiena balsta, izmantojiet
Leica M stereomikroskopu linijas. Binokularie mikroskopa ietvaru (10446394).

tubusi, ErgoModule® moduli un video/foto tubusi

ir aprakstiti lietotaja rokasgramata Nr. M2-105-0. Lai izmantotu ar masinam vai darba iekartam,

piestipriniet iekartas pie fokuséSanas stieniem
P Y tubusa un pietuvinajuma sistémas montésa- 10446345 (var izmantot ari bidstiena balstiem),

nu veiciet saskana ar 2.4.1. nodalas noradiju- 10446344 (apalam kolonnam, @ 25 mm)
miem (montéSana ar AS video/foto tubusu). vai 10446343.

» Montéjiet nepiecie$amo binokularo tubusu,
video/foto tubusu vai moduli uz Y tubusa MontéSanas noradijumus lidzam skatit 2.6.

saskana ar lietotaja rokasgramatu Nr.M2-105-0.  nodala.

5
7
1
12
10
6. att. Vizualais aprikojums ar Y tubusu un ErgoTube® tubusu
1. Leica Z16 APO pietuvinajuma sistema 8. Spilskrlve Y tubusa piestiprinasanai pie
2. Preciza fokuséSana mikroskopa ietvara
3. Objektivs 9. Skruve ar seSsturveida galvinu pietuvinajuma
4. Y tubuss sistémas piestiprinasanai pie Y tubusa
5. ErgoTube® tubuss ar mainigu 10° - 50° skata  10- Kritosas gaismas balsts
lenki 11. Motorizeta fokusé$ana ar 500 mm balstu
6. Okulari 12. Bidama pamatne
7. Mikroskopa ietvars (10446394) 13. Gredzenveida gaismas elements

14. Aukstas gaismas avots
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5. shema: Y tubuss ar video/foto tubusiem un papildaprikojumu

Leica
SLR MPS30/ MPS60
Photoautomats  3.chip2/3”  3-Chip1/2”  3-Chip1”
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7. attels lekartas konfiguracija digitalajai attélveidoSanai ar Y tubusu un video/foto tubusiem.
Leica Z16 APO laba puse.

1. Leica Z16 APO pietuvinajuma sistéma 11.  Skrlve ar seSsturveida galvinu pietuvinajuma
2. Preciza fokusé$ana sistémas piestiprinasanai pie Y tubusa
3. Objektivs 12. Caurplides gaismas pamatne
4. Y tubuss 13. Fokusé$anas mehanisms
5. Trinokularais video/foto tubuss vienkarsajai/precizajai fokusesanai ar
6. Video objektivs 500 mm kolonnu
7. Leica digitala kamera 13a. Parastas fokuséSanas mehanisms
8. Okulari 13b. Precizas fokuseSanas mehanisms
9. Mikroskopa ietvars (10446394) Monté_éanas noradijumus ludzam skatit 2.4.3.
10. Spilskriive Y tubusa piestiprina$anai pie nodala.

mikroskopa ietvara
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2.5. Apgaismojums

Leica Z6 APO un Z16 APO pietuvinajuma siste-
mas varat izmantot ar dazadiem gaismas elemen-
tiem. Par misu produktu plaso klastu vaicajiet
savam Leica konsultantam. Leica Z6 APO un

Z16 APO paredzetais koaksialais gaismas
elements ar ceturtdalvilna plaksniti ir ipasi
izstradats lietoSanai ar optiskas Skiedras gaismas
vaditajiem un aukstas gaismas avotiem.
Koaksialais gaismas elements padara redzamas
plakanu, stipri atstarojoSu sagatavju virsmas un
metala dalas. PagrieZzama ceturtdalvilna plaksnite
izce| metala dalu un Skidro kristalu displeju
dazadas strukturas.

P levietojiet koaksialas krito$as gaismas korpusu
(8.2.) ar bezdeligastes gredzenu pietuvinajuma
sistéma (8.1.) un pievelciet skravi ar
seSstlrveida galvinu (8.16.).

P Koaksialas krito$as gaismas korpusu (8.2.) AS,
AunY tubusam (8.9.) var piestiprinat, izman-
tojot tris skruves ar seSsturveida galvinam.

» Pievienojiet pietuvinajuma sistémai (8.1.)
objektivu (8.8.) un, ja iesp€jams, precizas
fokusé$anas mehanismu (8.7.).

P Piestipriniet ceturtdalvilna plaksniti (8.5.)
objektivam (8.8.), izmantojot spilskravi (8.6.).

P Pievienojiet optiskas Skiedras gaismas vaditaju
(8.3.) un aukstas gaismas avotu (8.4.).

®
m Pagriezot ceturtdalvilna plaksniti aiz rievota
gredzena, varat padarit redzamas dazadas $kidro
kristalu displeju strukttras un parslégsanas
stavok|us.

24

8. attels Koaksialais gaismas elements ar
ceturtdalvilna plaksniti

. Leica Z16 APO pietuvinajuma sistema
. Koaksialas kritoSas gaismas korpuss
. Skiedras lampina

. Aukstas gaismas avots (CLS)

. Pagriezama ceturtdalvilna plaksnite ar rievotu
gredzenu
6. Spilskrave ceturtdalvilna plaksnites
nostiprinasanai
7. Precizas fokuséSanas mehanisms
8. Objektivs
9. Y tubuss
10. Trinokularais video/foto tubuss
11. Video objektivs
12. Leica digitala kamera
13. Okulari
14. Mikroskopa ietvars (10446394)
15. Spilskruve Y tubusa piestiprinaSanai pie
mikroskopa ietvara
16. Skruve ar seSsturveida galvinu pietuvinajuma
sistémas piestiprinasanai pie Y tubusa
17. Krito$as gaismas pamatne
18. Bidama pamatne
19. Motorizéta fokusésSana ar 500 mm kolonnu

aprOOND =
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2.6. Piestiprinasana balstiem

A Ludzu, nemiet vera lietotaja rokasgramata
Nr. M2-105-0 ietverto balstu aprakstu un droSibas
noradijumus.

A Izmantojot motorizéto fokusésanu, izlasiet
atseviSko lietotaja rokasgramatu Nr. M2-267-1,
ipasi tas drosibas noradijumus.

letvari un mikroskopa ietvari sniedz jums iespéju
piestiprinat balstus, masinas un darba iekartas.
Ir pieejami $adi ietvari:

- ietvars (10447196) AS video/foto tubusam
(10447204);

- mikroskopa ietvars (10446394) vai fokuséSanas
stieni (10446345, 10446343 un 10446344)
A video/foto tubusam (10447128);

- mikroskopa ietvars (10446394) vai fokuséSanas
stieni (10446345, 10446343 un 10446344)
Y tubusam (10447109).

letvars un mikroskopa ietvars ir piestiprinats
fokusé$anas mehanismam, izmantojot skravi ar
seSsturveida galvinu, ka aprakstits lietotaja
rokasgramata Nr. M2-105-0.

| | letvaru un mikroskopa ietvaru fokusé$anas

mehanismam var piestiprinat divos dazados

stavok|os:

- Isiem darba atstatumiem un plakaniem
objektiem: apaks$gja sliede. Tapat ari, lai
paplasinajumu izmantotu izpétei kritoSaja
gaisma/slipgaisma (skatiet atsevisku lietotaja
rokasgramatu);

- gariem darba atstatumiem un lieliem

objektiem: augseja sliede.
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2.6.1. Kritosas un caurpludes gaismas balsti ar 500 mm kolonnu

6. shema: krito$as un caurpludes gaismas balsti un papildaprikojums

==

10 446 304

=

10 446 303

@z

10 446 228

/

10382130

10 446 301
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9. att. Montésana ar AS video/foto tubusa ietvaru

P Balsta montésanu veic saskana ar lietotaja
rokasgramatu Nr.M2-105-0.

P Piestipriniet AS tubusa (9.1.) ietvaru
fokusé$anas mehanismam (9.2.), izmantojot
skravi ar seSsturveida galvinu un atslégu.

e |etvara montéSana ar parastas,
parastas/precizas un motorizetas fokuséSanas
mehanismu ir identiska.

P levietojiet AS video/foto tubusu (9.3.) caur
ietvara atveri no apaksas un piestipriniet to pie

28

ietvara no aug$puses, izmantojot tris skrives
ar seSsturveida galvinam.

P Atbrivojiet skrvi ar sesstlrveida galvinu (9.4.),
izmantojot komplekta ieklauto Alena atslégu.

» Noregulgjiet pietuvinajuma sistemu (9.5.) pret
AS video/foto tubusa (9.3.) bezdeligastes
gredzenu un pievelciet skrivi ar seSstirveida
galvinu (9.4.).

Digitalo kameru uzmonteéjiet, ka aprakstits 2.4.1.
nodala.
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10. attéls MonteSana ar mikroskopa ietvaru A video/foto tubusam vai Y tubusam

P Balsta montéSanu veic saskana ar lietotaja
rokasgramatu Nr. M2-105-0.

P Piestipriniet mikroskopa ietvaru (10.1.)
fokusé$anas mehanismam (10.2.), izmantojot
skravi ar seSsturveida galvinu un atslégu.

¢ |etvara montéSana ar parastas,
parastas/precizas un motorizetas fokuséSanas
mehanismu ir identiska..

P levietojiet A video/foto tubusu (10.3.) ietvara

Leica Z6 APO & Z16 APO - MontéSana

atveré no aug8as un pievelciet spilskravi
(10.4.).

» Noregulgjiet pietuvinajuma sistému (10.5) pret
A video/foto tubusa (10.3.) vai Y tubusa (6.4.)
bezdeligastes gredzenu un pievelciet skruvi ar
seSstlrveida galvinu (10.6.).

Digitalo kameru uzmontejiet, ka aprakstits 2.4.2.
nodala.
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2.6.2. Bidstiena balsti

7. shéma: bidstiena balsti un papildaprikojums

A//‘
—
!
10447109
"
1 Nmmd 8AP0
| — @ T 0w
10447128 T/
10446 299 L
13312610 _— 10446 394
716 APO
10445913 10447173
10446 101 @4/
10447 204 T/

13312614
_— <"}

10 447 196

— 10445153 (450mm)
10 445154 (800mm)
S

‘ 10 445152

10439 097

10 439 096
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Bidstiena balsts ESD 11. attélsar ESD bidstiena balstu

ESD bidstiena balstu izmantojiet tikai ar Leica

Z6 APO pietuvinajuma sistému; Z16 APO izman-
tojiet ar lielo bidstiena balstu.

Lai piestiprinatu pietuvinajuma sistému ESD bid-
stiena balstam, izmantojiet sasveramo fokusésa-
nas stieni (10446345) ar tapu. A video/foto tubusu
unY tubusu var ievietot sasveramaja fokuseé$anas
stienl.

A Ludzu, nemiet véra lietotaja rokasgramata
Nr. M2-105-0 ietverto aprakstu un droSibas
noradijumus.

P Balsta (11.1.) monté$ana un sasverama
fokuséSanas stiena (11.2.) piestiprinasana ar
tapu notiek saskana ar lietotaja rokasgramatu
Nr. M2-105-0.

P Pietuvinajuma sistémas (11.5.) un A video/foto
tubusa vaiY tubusa (11.3.) montésanu veic,
ka aprakstits 2. nodala.

Leica Z6 APO & Z16 APO - MontéSana
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N O O~ ODN

ESD bidstiena balsts ar pamatni, kolonnu un
horizontalu stieni

. Sasverams fokuseéSanas stienis

. Y tubuss

. Sasverts binokularais tubuss 45°

. Leica Z6 APO pietuvinajuma sistéma
. Objektivs

Gredzenveida gaismeklis ar aukstas gaismas
avotu
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2.6.3. Lielais bidstiena balsts

Lielo bidstiena balstu var izmantot ar Leica

Z6 APO vai Z16 APO. Jums ir dazadas iespé€jas,

ka izmantot pietuvinajuma sistemu uz liela

bidstiena balsta:

- ar sasveramu fokuséSanas stieni (10446345) ka
ESD bidstiena balstam. Jus varat ievietot
A video/foto tubusu un'Y tubusu sasveramaja
fokuséSanas stient;

- izmanto$anai ar motorizéto fokuséSanu vai
fokuséS$anas mehanismu ar sasveramo ko-
lonnu, parasto vai parasto/precizo fokuséSanu
un ietvaru (10447196) AS video/foto tubusam
vai mikroskopa ietvaru (10446394), ja izman-
tojat A video/foto tubusu vai 'Y tubusu;

- ar fokusé$anas stieni (10446344), ja izmantojat
sasveramo ietvara stieni @ 25 mm.
Fokusésanas stieni, kas paredzéts kolonnam ar
@ 25 mm, var ievietot A video/foto tubusu vai
Y tubusu.

A Ludzu, nemiet vera lietotaja rokasgramata
Nr. M2-105-0 ietverto aprakstu un droSibas
noradijumus.

P Balsta montésana un fokusésanas stienu
piestiprinaSanu veic saskana ar lietotaja
rokasgramatu Nr. M2-105-0.

P Pietuvinajuma sistémas un video/foto tubusa
vai Y tubusa montesanu veic, ka aprakstits 2.4.
nodala.
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2.6.4. OEM

Izmanto$anai ar piestiprinatajiem, taustiem,

masinam vai darba iekartam pieejami sadi

fokuséSanas stieni:

- fokuséSanas stienis (10446345) ar tapu ligzdam
ar & 15,8 mm (5/8);

- fokuséSanas stienis (10446344) apalam
kolonnam, @ 25 mm un piestiprinatajiem;

- fokuséSanas stienis (10446343) taustiem.

FokuséSanas stienus var izmantot ar A video/foto
tubusu vai Y tubusu.

» Pietuvinajuma sistémas un A video/foto tubusa

vai Y tubusa montéSanu veic, ka aprakstits 2.4.
nodala.

Leica Z6 APO & Z16 APO - MontéSana



3. Darbiba

3.1. Darba uzsakSana

A lesledzot elektrisko aprikojumu,
ieverojiet drosibas noradijumus.

3.2. Pietuvinajuma sisteémas

Leica Z6 APO A pietuvinajuma sistéma ar
6,3:1 pietuvinajumu nodrosina nepartrauktas
palielinajuma maini$anas iespéju no

0,57x - 3,6x.

Leica Z16 APO A pietuvinajuma sistéma ar
16:1 pietuvinajumu nodros$ina nepartrauktas
palielinajuma maini$anas iespé&ju no

0,57x - 9,2x.

Ir pieejami mainami pietuvingjuma stavokli,
kurus iesp€jams aktivizet, lai veiktu atkartotas
darbibas:

Leica Z6 APO Sie stavok|i fikseti Sadam
vertibam: 0,57/0,8/1/1,25/1,6/2/2,5/
3,2/3,6

Leica Z16 APO Sie stavok|i fikseti $adam
vertibam: 0,57/0,8/1/1,25/1,6/2/2,5/
32/4/5/6,3/8/9,2

ArY tubusu palielinajums pieaug 1,25 reizes.
Vizualie dati Y tubusam noraditi 49. lappusé
eso$aja tabula.

Leica Z6 APO & Z16 APO - Darbiba
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12. att. Pietuvinajums, pietuvinajuma pakapjveida reguléSana: pa kreisi Leica Z16 APO pietuvinajuma
sistéma ar precizo fokusé$anu un objektivu. Pa labi Leica Z6 APO pietuvinajuma sistéma ar objektivu.

1. Rievots gredzens pietuvinajuma regulésanai

2. Palielinajuma méroga skala

3. Sledzis pietuvinajuma pakapjveida reguléSanas
aktivizeéSanai/dezaktiveSanai

4. Preciza fokuséSana

5. Spilskruve varaviksnenes diafragmas
regulé$anai un nofiksésanai

6. Objektivs

34 Leica Z6 APO & Z16 APO - Darbiba



» Noregulgjiet palielindjumu, pagriezot rievoto
gredzenu (12.1.).

P Pietuvinajuma stavok|us (palielindjuma mérogu)
var nolasit no skalas (12.2.).

» Pietuvinajuma pakapjveida regulé$anu var
aktivizet un dezaktivét, nospiezot pogu (12.3).

3.3. Varaviksnenes diafragma

Varaviksnenes diafragma ir paredzéta nepartrauk-
tai redzes lauka dziluma pielago$anai, nemainot
palielingjumu. JUs varat samazinat aperturas
diametru, lai palielinatu redzes lauka dzilumu.
Tiek samazinats ari gaismas konusa izmers,

un samazinas attéla spilgtums.

Spilskrive (12.5.) ir paredzéta varaviksnenes
diafragmas reguléSanai un nofikse$anai:

1 = mazakais diametrs, 5 = ATVERTA.

3.4. Preciza fokusesana

Preciza fokusé$ana nodro$ina jutigu un precizu
fokusé$anu 10 mm diapazona. Preciza fokusé-
Sana ir nepiecieSama augstas precizitates
fokuséSanai, esot lielam palielinajumam, it ipasi -
izmantojot mikroskopa objektivus.

» Noregulgjiet asumu, pagriezot rievoto gredzenu
(12.4.).

Leica Z6 APO & Z16 APO - Darbiba
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3.5. Darbs ar binokularo tubusu

Y tubuss jums sniedz iespé&ju izmantot pietuvina-
juma sistémas kopa ar Leica M stereomikroskopu
produktu linijas binokularajiem tubusiem un
trinokularajiem video/foto tubusiem.

[ ]
m Noradijumus, ka pielagot individualos
iestatijumus - acu pamatni (starpziliSu
attalumu), skatiSanas lenki, okularu
elementus, acu lecas, acu stavokli - ludzam
skatit lietotaja rokasgramata Nr. M1-105-0.

3.5.1. Dioptriju iestatijumu
pielagoSana

Redzes problemas lietotajs var kompenset,
pielagojot abus okularus. Sim mérkim okulari ir
aprikoti ar reguléjamam acu Iécam, kuras var
noregulet, izmantojot rievotos gredzenus. Var
iestatit dioptriskas vertibas no +5 lidz -5. Katram
lietotajam vina vai vinas dioptriskas vertibas
jaiestata tikai vienreiz.

Lai pielagotie iestatijumi pietuvindjuma mainas
laika paliktu nemainigi (parfokali), tie ir jaiestata
pareizi. Tiklidz iestatijumi ir pareizi, jums
pietuvindjuma mainas laika vairs nav javeic
parfokusésana.
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Procediira

P lestatiet pietuvinajuma sistému izmantota
objektiva darba atstatuma (13.5., skatiet tabulu
49. lappus€).

P lestatiet acu pamatni (starpziliSu attalumu)
(13.1)).

» Atveriet varaviksnenes diafragmu (13.6.) pilniba
(ATVERTA).

P lestatiet acu lécas (13.2.) uz 0.

P lestatiet augstako pietuvinajuma stavokli (13.7).

» Apgaismojiet plakanu parbaudes objektu ar
asam konturam, izmantojot caurpludes gaismu
vai krito$o gaismu, un ar fokusé$anas meha-
nisma (13.8.) palidzibu nofokusejiet iekartu
uz to.

» Pagrieziet acu lecas (13.2.) "+" virziena lidz
galam, neieskatoties okularos.

P lestatiet zemako pietuvinajuma stavokli (13.7).

D lestatiet attéla asumu katrai acij atseviski,
pagriezot acs lecu (13.2.):
pieméram, vispirms apskatiet paraugu ar
kreiso aci, tikmér labo aci turot aizvértu. Lenam
pagrieziet acs lecu (13.2.) "-" virziena, lidz ar
atverto aci parbaudes objektu redzat fokusa.

» Tagad aizveriet kreiso aci un noreguléjiet acs
lecu (13.2.) labajai acij.

P lestatiet augstako pietuvinajuma stavokli (13.7).

» Ja nepiecie$ams, izmantojiet fokusé$anas
mehanismu (13.8), lai vélreiz precizi noregulétu
iekartu.

P lestatiet zemako pietuvinajuma stavokli (13.7).
» Parbaudiet asumu un parfokalitati: IEnam mai-
niet pietuvinajumu lidz liekaka pietuvinajuma

stavoklim (13.7.).

| | Tagad attéla asums visos palielinajuma
limenos paliks nemainigs, un nebus vajadzibas ar
fokuséSanas mehanisma palidzibu veikt
parfokuseésanu.

Ja ta nay, atkartojiet $o proceddru.

Leica Z6 APO & Z16 APO - Darbiba



13. attels Vizuala parfokalitate

1. Reguléjami okularu tubusi starpziliSu attaluma
regulé$anai no 52 lidz 76 mm

2. Acu lecas dioptriju iestatijumu reguléSanai no
+5 lidz -5
3. Reguléjami okularu elementi

Leica Z6 APO & Z16 APO - Darbiba
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. ErgoTube® tubuss ar mainamu skatiSanas lenki

10° - 50°

. Darba atstatums
. Varaviksnenes diafragma

Rievots gredzens pietuvinajuma reguléSanai

. FokuséSanas mehanisms (motorizétais

reguléSanas mehanisms, ja tads ir)
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4.1. lzmeri

4.1.1. Pietuvinajuma sistemu izmeri

118.5

155.6

Leica Z6 APO

Leica Z16 APO
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4.1.2. Objektivu izmeri
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4.1.3.Tubusu izmeri

Video/foto tubuss AS

0ILPOT

Y tubuss

oo
\\“ # LY
‘\ =
A [9)
) -
N
ol
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4.1.4. letvaru izmeri AS tubusa ietvars
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Fokuséesanas stienis
piestiprinatajiem 101
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Fokusésanas stienis taustiem
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4.1.5. Adapteru izmeri

45

M42 Ph3P1

{Fine Focus Interface)

25

5

M42 Ph3P1

(APQ Zoom/ Fine Focus Interfoce}
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T (DM Objective Interfoce)
W50 Ph3P1 #37
{Achromat Objective Interface)
#5¢
Adapteris ahromatiskajiem Adapteris deforméjamo spogulu
objektiviem objektiviem
4.1.6. Koaksialas kritoSas gaismas korpusa izmeri
Details A
| I |
: ) . @
] 1Ny
te. &
Koaksialas kritoSas
gaismas korpuss
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4.2.Tehniskie dati

Pietuvinajuma sistéema

Leica Z6 APO

Leica Z16 APO

Tips

apohromatiska pietuvinajuma sistéma
6,3:1 (pietuvinajuma koeficients
0,57x - 3,6x) ar centralo staru kanalu,
nesatur svinu

apohromatiska pietuvinajuma
sistéma 16:1 (pietuvinajuma
koeficients 0,57x — 9,2x) ar centralo
staru kanalu, nesatur svinu

lebuvéta varaviksnenes
diafragma

nepartraukta redzes lauka dziluma
reguléSana

Parslédzami
pietuvinajuma stavokli
vienveidigiem darbiem

0,57/08/1/125/16/2/25/32/

3,6

0,57/08/1/125/1,6/2/25/
32/4/5/6,3/8/9,2

Vizualie dati ar 1x planapohromatisko objektivu / 10x okulariem / 1,25x Y tubusu

- Palielinajums

- |z8kirtspeja

- Redzamais strukturalais
platums

- Skaitliska apertira

- Redzes lauks @

- Redzes lauka dzilums

71x — 45x
60 - 351 Lp/mm
16,7 -2,85 pm

0,02 -0,117 nA
29,5 mm-4,7 mm
3,1 mm-0,09 mm

7,1x = 115x
51 -336 Lp/mm
19,6 - 2,98 ym

0,017 - 0,112 nA
29,5 mm-1,83 mm
3,8 mm - 0,05 mm

Vizualie dati ar 2x planapohromatisko objektivu / 40x okulariem / 1,25x Y tube

Palielinajums
Iz8kirtspéja

Redzamais strukturalais
platums

Skaitliska apertira
Redzes lauks @

57x - 360x
120 - 702 Lp/mm
8.3-1,4pum

0,04 -0,234 nA
4,2 mm - 0,67 mm

57x - 920x
102 - 672 Lp/mm
9,8 -1,49 ym

0,034 - 0,224 nA
4,2 mm - 0,26 mm

Dati ar Leica DC480 digitalo kameru / 1x planapohromatisko objektivu / AS tubusu / 0,63x video objektivu

- Palielinajums
Shéma: paraugs
- Palielinajums
Druka: paraugs
- Digitala izskirtspéja
- Originala izskirtspéja
- Uz mikroshémas
projicetais skata lauks
- Redzes lauka dzilums

0,36x - 2,3x
5,3x - 33,5x

26,4 — 167 Lp/mm
15,7 - 99 Lp/mm
24,5 mm x 18,6 mm /
3,8 mm x 2,9 mm
1,16 - 0,03 mm

0,36x - 5,8x
5,3x - 85,6x

26,4 — 336 Lp/mm
15,7 - 253 Lp/mm
24,5 mm x 18,6 mm/
1,5mmx 1,15 mm
1,5-0,03 mm
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Optikas aprikojums

Leica Z6 APO / Leica Z16 APO

Objektivi

- planapohromatiskie 1x, 2x, 0,8%, 0,5x
- ahromatiskie M sérijas objektivi 0,63x, 0,5x, 0,32x, nesatur svinu

Darba atstatums

- 97 mm (planapohromatiskajam 1x);

- 112 mm (planapohromatiskajam 0,8x);
- 39 mm (planapohromatiskajam 2x);

- 187 mm (planapohromatiskajam 0,5x);
- 149 mm (ahromatiskajam 0,63x);

- 187 mm (ahromatiskajam 0,5x);

- 297 mm (ahromatiskajam 0,32x)

Objektiva adapteri

- M sérijas ahromatiskajiem objektiviem
- 10x un 20x augstas iz8kirtspéjas objektiviem;
- 10x un 20x deformé&jamo spogulu objektiviem

Augstas izSkirtspéjas objektivi

- augstas iz8kirtspejas 10x/0,45, darba atstatums 19 mm
- augstas iz8kirtspéejas 20x/0,42, darba atstatums 13 mm

Deforméjamo spogulu objektivi

- deformé&jamo spogulu objektivs N Plan L 20x/0,40 corr
- deforméjamo spogulu objektivs N plan 10x/0,25-/A5,8

Preciza fokusé$ana

10 mm gajiens

Binokularie tubusi,
ergonomiski

— sasveértie un taisnie binokularie tubusi;

- apohromatiskais ErgoTube® 10° — 50° ar sinhrono acu pamatnes
(starpzilisu attaluma) reguléSanu

- dazadi ErgoModule® moduli (papildaprikojums).

ErgoTube® un ErgoModule® ir registrétas
Savienoto Valstu Patentu un precu zimju biroja

Acu pamatne
(starpziliSu attalums)

55 mm -75mm

Plata redzes lauka
okulari personam, kas
valka brilles

10x, 16X, 25x, 40x, trauceéjumus neveidojoSie
uzsprauzamie okularu elementi aizsardzibai pret infekcijam

Leica Z6 APO & Z16 APO - Pielikums
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Tehniskie dati

Apkartejie darba apstakli:

- Apkarteja temperatira  +10 °C lidz +40 °C

- Relativais mitrums pie lidz pat 35 °C augstas apkartéjas temperaturas: 75 %

- Atmosferas spiediens 700 ... 1060 hPa

Transportésana un uzglabasana:

—Temperatira -20°C ... +52 °C

- Relativais mitrums 10 ... 95 % (nav kondensésanas apstaklu)

- Atmosferas spiediens no 500 ... 1200 hPa

Svars
- 10447174 Leica Z6 APO pietuvinajuma sistema 0,590 kg
- 10447173 Leica Z16 APO pietuvinajuma sistema 0,760 kg
- 10447176 Planapohromatiskais objektivs 1x 0,150 kg
- 10447178 Planapohromatiskais objektivs 2x 0,270 kg
- 10446360 Planapohromatiskais objektivs 0,8x 0,170 kg
- 10447177 Planapohromatiskais objektivs 0,5x 0,170 kg
- 10447175 Preciza fokuse$ana 0,100 kg
- 10447204 Video/foto tubuss AS 0,120 kg
- 10447128 Video/foto tubuss A 0,200 kg
- 10447109 Y tubuss 0,430 kg
- 10447196 AS tubusa ietvars 0,340 kg
- 10446394 Mikroskopa ietvars 0,440 kg
- 10447185 FokuseéSanas mehanisms, vienkarsa/preciza fokusesana,

ar 500 mm kolonnu 1,650 kg
- Motorizéetas fokusé$anas mehanisms ar 500 mm kolonnu 4,640 kg
- 10446261 Video objektivs 0,63x 0,150 kg
- 10445929 Video objektivs 0,5x 0,150 kg
- 10447170 Koaksialas kritosas gaismas korpuss 0,190 kg
- 10445352 Ceturtdalvilna plaksnite 0,060 kg
- 10447179 Adapteris deforméjamo spogulu objektiviem 0,030 kg
- 10447178 Adapteris augstas izSkirtspé&jas objektiviem 0,030 kg
- 10446229 Trinokularais video/foto tubuss 1,380 kg
- 10447160 2x plata redzes lauka okulari personam,
kuras valka brilles 10x/21B 0,320 kg
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4.3. Optikas dati
Objectives Planapochromatic 1x Planapochromatic 0.5x | Planapochromatic 0.8x |Planapochromatic 2x
Working di
97mm 187mm 112mm 39mm
Eyepieces Zoom Total Field of view Total Field of view Total Field of view Total Field of view
position magnification diameter magnification diameter magnification diameter magnification diameter
X mm X mm X mm X mm

0.57 71 295 3.56 58.9 5.7 36.8 143 14.7

08 10 2 5 42 8 26.3 20 105

1 125 16.8 6.25 33.6 10 2 25 84

1.25 15.6 13.4 7.81 26.9 125 16.8 313 6.72

1.6 20 10.5 10 21 16 13.1 40 525

2 25 84 125 16.8 20 105 50 42

25 31 6.72 15.6 13.4 25 8.4 62.5 3.36

10x/21B 32 40 5.25 20 10.5 32 6.56 80 2.63
36 45 4.67 225 9.33 36 5.83 90 2.33

4 50 42 25 8.4 40 5.25 100 21

5 62.5 3.36 313 6.72 50 42 125 1.68

6.3 79 2,67 39.4 5.33 63 333 158 1.33

8 100 2.1 50 42 80 263 200 1.05

9.2 15 1.83 575 3.65 92 2.28 230 0.91

0.57 1.4 19.6 5.7 393 9.12 246 228 9.82

0.8 16 14 8 28 12.8 175 32 7

1 20 1.2 10 224 16 14 40 5.6

1.25 25 8.96 125 179 20 1.2 50 4.48

16 32 7 16 14 256 8.75 64 35

2 40 5.6 20 1n.2 32 7 80 28

16x/14B 2.5 50 4.48 25 8.96 40 5.6 100 2.24
32 64 35 32 7 51.2 438 128 1.75

36 72 3 36 6.22 57.6 3.89 144 1.56

4 80 2.8 40 5.6 64 35 160 14

b 100 224 50 4.48 80 28 200 1.12

6.3 126 178 63 3.56 101 2.22 252 0.89

8 160 14 80 2.8 128 175 320 0.7

9.2 184 1.22 92 243 147 1.52 368 0.61

0.57 17.8 133 8.91 26.7 14.3 16.7 356 6.67

0.8 25 9.5 125 19 20 19 50 475

1 31.3 16 15.6 15.2 25 9.5 62.5 38

1.25 39.1 6.08 19.5 122 313 76 781 3.04

16 50 475 25 9.5 40 5.94 100 2.38

2 625 38 313 16 50 4.75 125 19

25 78.1 3.04 39.1 6.08 625 38 156 1.52

25%/9.5B 32 100 2.38 50 4.75 80 2.97 200 119
3.6 13 211 56.3 4.22 90 2.64 225 1.06

4 125 19 62.5 38 100 2.38 250 0.95

5 156 1.52 781 3.04 125 1.9 313 0.76

6.3 197 1.21 98.4 24 158 1.51 394 06

8 250 0.95 125 19 200 1.19 500 0.48

9.2 288 0.83 144 1.65 230 1.03 575 0.41

0.57 285 8.42 143 16.8 228 105 57 40

0.8 40 6 20 12 32 15 80 3

1 50 48 25 9.6 40 6 100 24

1.25 625 3.84 313 7.68 50 48 125 1.92

16 80 3 40 6 64 375 160 15

2 100 24 50 48 80 3 200 12

40x/6B 25 125 1.92 62.5 3.84 100 24 250 0.96
32 160 15 80 3 128 1.88 320 0.75

36 180 1.33 90 2,67 144 1.67 360 0.67

4 200 12 100 24 160 15 400 0.6

5 250 0.96 125 1.92 200 12 500 0.48

6.3 315 0.76 158 1.52 252 0.95 630 0.38

8 400 06 200 12 320 0.75 800 0.3

9.2 460 0.52 230 1.04 368 0.65 920 0.26

26 APO: Zoom 0.57 - 3.6, 216 APO: Zoom 0.57 - 9.2
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Leica Microsystems — the brand

for outstanding products

Leica Microsystems’ mission is to be the world’s first-choice provider of innovative
solutions to our customers’ needs for vision, measurement, lithography and analysis
of microstructures.

Leica, the leading brand for microscopes and scientific instruments, developed from
five brand names, all with a long tradition: Wild, Leitz, Reichert, Jung and Cambridge
Instruments. Yet Leica symbolizes innovation as well as tradition.

Leica Microsystems — an international company
with a strong network of customer services

Australia: Gladesville, NSW Tel. +1 800 625 286 Fax +612 9817 8358
Austria: Vienna Tel. +43 148680500 Fax +43 1486 80 50 30
Canada: Richmond Hill/Ontario Tel. +1 9057622000 Fax +1 905 762 89 37
China: Hong Kong Tel. +8522 564 6699 Fax +8522 564 4163
Denmark: Herlev Tel. +45 44 5401 01 Fax +45 44 5401 11
France: Rueil-Malmaison

Cédex Tel. +33 147328585  Fax +33 14732 8586
Germany: Bensheim Tel. +49 6251 1360 Fax +49 6251 136 155
Italy: Milan Tel. +39 02 57 486 1 Fax +39 02 5740 3273
Japan: Tokyo Tel. +81354359609 Fax +81 3543596 15
Korea: Seoul Tel. +82 2514 6543 Fax +82 2514 6548
Netherlands:  Rijswijk Tel. 431704132130 Fax +3170 4132109
Portugal: Lisbon Tel. +351213 814766 Fax +351 213 854 668
Singapore: Tel. +656 77 97 823 Fax +65 6 77 30 628
Spain: Barcelona Tel. +34 93494 9530  Fax +34 93 494 9532
Sweden: Sollentuna Tel. +46 8 625 45 45 Fax +46 8 62545 10
Switzerland: Glattbrugg Tel. +41 448093434 Fax +4144809 34 44
United Kingdom: Milton Keynes Tel. +44 1908 246 246  Fax +44 1908 609 992
USA: Bannockburn/lllinois  Tel. +1 800 248 0123  Fax +1 847 405 0164

and representatives of Leica Microsystems

in more than 100 countries.

In accordance with the ISO 9001 certificate, Leica Microsystems (Switzerland) Ltd,
Business Unit Stereo & Macroscope Systems has at its disposal a management system
that meets the requirements of the international standard for quality management. In
addition, production meets the requirements of the international standard ISO 14001 for
environmental management.

Leica Microsystems (Switzerland) Ltd.
Business Unit SM
CH-9435 Heerbrugg

Fax +41 71 726 33 99

The companies of the Leica Microsystems
Group operate internationally in four business
segments, where we rank with the market
leaders.

® Microscopy Systems

Our expertise in microscopy is the basis for all
our solutions for visualization, measurement
and analysis of microstructures in life sciences
and industry. With confocal laser technology
andimage analysis systems, we provide three-
dimensional viewing facilities and offer new
solutions for cytogenetics, pathology and mate-
rials sciences.

© Specimen Preparation

We provide comprehensive systems and ser-
vices for clinical histo- and cytopathology
applications, biomedical research and indus-
trial quality assurance. Our product range
includes instruments, systems and consum-
ables for tissue infiltration and embedding,
microtomes and cryostats as well as auto-
mated stainers and coverslippers.

® Medical Equipment

Innovative technologies in our surgical micro-
scopes offer new therapeutic approaches in
microsurgery.

© Semiconductor Equipment

Our automated, leading-edge measurement and
inspection systems and our E-beam lithography
systems make us the first choice supplier for
semiconductor manufacturers all over the world.

eLca

MICROSYSTEMS

Telephone +41 71 726 33 33

www.leica-microsystems.com
www.stereomicroscopy.com
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